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Polzahl Norm
number of contacts standard 3 4 > > 5 / / 8 12 14 [ ,5W 2}
D[Kontoktonornung resh O o |- T e e |- | [ |- ] o | T osee 8
Kontaktanordning nach 'EC 60130-9 | 60130-9 - 60130-9 | 60130-9 - 60130-9 [ 60130-9 - -
contact arrangement acc. to |EC
Bemessungsspannung IEC 60664-1 300V = 100V = 300V = 100V - 150V = d
rated voltage -
Bemessungsspannung UL 1977 250V 60V ‘EC
rated voltage
Bemessungs-StoBspannung IEC 60664-1 1500V 1200V 1500V 1200V
rated impulse withstand voltage
Verschmutzungsgrad IEC 60664-1 1 4 -
pollution degree
Uberspannungskategorie IEC 60664-1 |
installation category
I'solierstoffgruppe [EC 60664-1 [, 400 < CTI < 600 X -
insulation group
Strombelastbarkeit IEC 60512-5-2 5A 40°C 104°F 3A / +40°C / _
current rating Test 5b /ot I +104°F 2
UL 1977
Isolationswiderstand IEC 60512-3-1 1010 g BoL POL%AHL . TYP-NUMMER-AU
> > insulation resistance Test 3a symbo numober o type-number-AU
< <
S_ = [ [Durchgangsuiderstand 1EC 60512-2-1 < 5m 0 contacts
LT 2 ;Oific‘ Rl Diese Steckverbinder dirfen betriebsmdfig nicht unter Spannung betdtigt werden. Metallene Gehduseteile
s=23 rutxlasse I[EC 60068-1 40 / 100 / 56 sind sicher mit dem Schutzleitersystem zu verbinden,
| imat t J
=.8% ¢ matlc caregory Do not toor di t under load. Metal housi ts shall b ly i ted to protected d
Ss T e boroTch 07 T o not connect or disconnect under load. Metal housing parts sha e securely incorporated to protected ground.
ST emperaturbereic -40°C ... +100° .
52T temgerotur range IEC 60068-1 —40°F ... +212°F * Hinweis fiir vergoldete Anschlisse:
AN IP-Schutzart Zur Vermeidung von sprioden intermetallischen Verbindungen missen vergoldete Anschliisse vor dem eigentlichen
5 .25 |8 chutzar IEC 60529 P40 Létvorgang verzinnt werden
2T . |P-degree 9ang '
S s~3s| [Steck- und Ziehkraft [EC 60512-13-2] 25N 30N 35N 50N 55N 60N 50N Remark for dold olated contacts:
RSPS I Insertion and withdrowal forces|Test 13b 90.0z 110.0z| 125.0z 180.0z| 200.0z 220.0z| 180.0z emark for goid piated contacts. . . . . .
eoSW S e RIS \ﬂ‘grder to avoid brittle inter-metallic connections, gold-plated terminals have to be tin-plated in the
LoD O ecnanische Lebensaauer I ' solder area.
gjﬁgg mechanical operation Test 90 gold/gold > 1000 Steckzyklen/mating cycles ‘
>S5 Werkstoff Gehduse Uberwur fmutter Messing, Zugentlastung Zink-DruckquB, Oberfldche vernickelt Gewicht [errechnetl/ Cale WT: 9 | 2ul. Abw./Tolerances: MaBstab/ Scale 2: 1 A3 6—@
S ==~ _|housing material coupling ring brass, strain relief, die cast, nickel plated ( ) PrifmaB/Testdimension
L3223 Werkstoff Kontakttrager Thermop last Teileindex DIN/1SO CUSTOMER DRAW| NG
STNER dielectric material thermop lastic Partindexnumber 13715
S— . ~
=2 Qﬁ_t Kontaktoberfldche vergoldet
~°§5§mu; contact plating gold plated 08 |Datum/Date Name N . N
S2535| [mscrivsstecnnin oter oten |30 05 |ciomice | OETATEd0SE 90° Rickwandmontage
=~=59 N‘: termination technique solder solder Drawn CU T
2= XN 2| AlAnschlussquerschnitt 5 ]
EQEEE o gougg I6ten/solder < 0,5 m’ / 20AWG <0,25 mt / 24 AWG £;£;k€d 2 Female receptacle
:§§§§ Brennbarkeit UL 94 VO
e Wl v v Ampheno-Tuchel B/ se
STL28 Verriegelung IEC 60130-9 schrauben: Anziehdrehmoment O!7Nm ' M GA T Y)XXX 902 1
ST locking system metal screw coupling: tightening torque 0,7Nm 01 200700144 30.06.08/Cl Electrorﬂ CS GmbH 1 BI.
s . —
£33 8 7 ‘ 6 ‘ 5 Index | Anderung/Description | Dotum/Date|Name Ers. t./Similar to:
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